
 

For more information, please contact our sales team: sales@optronicsplus.net www.optronicsplus.net 
 

 
 

 

MTP® /MPO (40G QSFP+) 至 4 x 双工LC (4x10G SFP+) 分支组件  
40G 加固型 MTP®/MPO (QSFP+) 至 4 x 10G 双工 LC (SFP+) 分支组件，主要应用与 40G 并行光模块 (40GBASE-SR4) 配合应用的场景。现有的并

行光模块通常使用 12 根 MTP® 光纤中的 8 根，传输到 4 根双工 LC 端接光纤。 

 

 

特性 

• 使用优质连接器和高品质电缆实现低损耗性能 

• 紧凑型分纤功能 

• 多类型光纤选择：OS1/2、OM3、OM4、OM5等 

• 可选择 LSZH、OFNP 或 OFNR 等阻燃护套 

• 可选择 3mm跳线 /4.5mm 主干外径 

• MTP® 母头连接器，用于直接连接到 QSFP+ 收发器 

• 100% 工厂端接并测试 

• 节省安装和重新配置时间 

• 4 x 2mm Tails Uniboot 双工版本选项，实现更简洁的光纤管理 

• 可靠性经过 100% 测试， 高品质器件和制造质量控制相结合，确保产品满足业界最高标准 

 
 

应用领域 

• 40G BASE-SR4 至 4X10G BASE-SR 高速数据连接 

• 数据中心 

• 存储区域网络 SAN 

• 并行光学应用 

 
 
 
 



EXAMPLE PART NUMBER 
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跳线规格 
要素说明 产品特性 

光纤 OM3, OM4, OM5, OS1/OS2 (G.652D, G.657A1, G.657A2) 

光缆 

MicroCable- 8芯 最大外径: 双护套主干 4.2 ± 0.3mm，单护套跳线2.95 ± 0.1mm  

护套材料: LSZH, OFNP, OFNR  

护套颜色:  Aqua (OM3, OM4), Erica Violet (OM4), Lime Green (OM5), Yellow (OS1/OS2 - G.652D, G.657A1)  

连接器 

MTP® US Conec 12芯接头 

Sleeve 颜色: MM (Beige), MM Elite (Aqua), SM (Green), SM Elite (Yellow), Lime Green (OM5)  

尾套颜色: Black LC (DX), LC (DX) Uniboot  

壳体颜色: Beige (MM Standard), AQUA (MM Low Loss Premium), Blue (SM), Green (SM/APC), Lime Green (OM5) 

存储环境 -20 ~ +70°C  

安装环境 0 ~ +50°C  

工作环境 -20 ~ +70°C  

   

连接器性能指标 
连接器（对接） IL 典型 IL 最大 回波损耗 

MTP® Elite (MM) 0.10dB 0.35dB  N/A 

MTP ® (MM) 0.20dB 0.60dB  N/A 

MTP ELITE (SM) 0.10dB 0.35dB N/A 

LC, SC (MM) 0.15dB** 0.30dB** N/A 

LC, SC Premium (MM) 0.08dB** 0.15dB** N/A 

MTP® Low Loss Elite (SM) 0.10dB 0.35dB >60dB 

MTP® (SM) 0.25dB 0.75dB >60dB 

LC, SC (SM) 0.18dB** 0.30dB** >55/65dB* 

LC, SC Low Loss Premium (SM) 0.12dB** 0.15dB** >55/65dB* 

* UPC/APC ** Tested as per IEC 61300-3-4 Cable Performance 

光纤性能指标 

 

光纤类型  

(ISO/IEC 11801) 

OS1/OS2 

 

OM1 OM2 OM3 OM4 

 

OM5 

 

衰减系数 (dB/km) 

≤ 0.50 Max (1310nm) 
≤ 0.40 Max (1550nm) 
≤0.36 Typ (1310nm) 
≤0.22 Typ (1550nm) 

≤ 3.5 Max (850nm) 
≤ 1.5 Max (1300nm) 
≤ 3.0 Typ (850nm) 
≤ 1.0 Typ (1300nm) 

≤ 3.5 Max (850nm) 
≤ 1.5 Max (1300nm) 
≤ 3.0 Typ (850nm) 
≤ 1.0 Typ (1300nm) 

≤ 3.5 Max (850nm) 
≤ 1.5 Max (1300nm) 
≤ 3.0 Typ (850nm) 
≤ 1.0 Typ (1300nm) 

≤ 3.5 Max (850nm) 
≤ 1.5 Max (1300nm) 
≤ 3.0 Typ (850nm) 
≤ 1.0 Typ (1300nm) 

≤ 3.5 Max (850nm) 
≤ 1.5 Max (1300nm) 
≤ 3.0 Typ (850nm) 
≤ 1.0 Typ (1300nm) 

最小模式带宽 (Mhz-

km) 
N/A 

≥ 200 (850nm) 
≥ 500 (1300nm) 

≥ 500 (850nm) 
≥ 500 (1300nm) 

≥ 1500 (850nm) 
≥ 500 (1300nm) ≥ 3500 (850nm) 

≥ 500 (1300nm) 

≥ 3500 (850nm) 
≥ 1850 (953nm) 
≥ 500 (1300nm) 

有效模式带宽 
(Mhz-km) 

 
N/A 

 
N/A 

 
N/A 

 
≥ 2000 (850nm)  

≥ 4700 (850nm) 

 
≥ 4700 (850nm) 
≥ 2470 (953nm) 
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执行标准 

• TIA/EIA-568-C.3 and ISO/IEC 11801 
• IEC-61754-7 & EIA/TIA-604-5 
• NFPA 262 or IEC 60332 
• IEC-61754-20 & IEC-61754-14 
• Compliant to Directive 2002/95/EC (RoHS) & REACH SvHC 
• IEC-60793 
 

订购编码规则 

 

编码规则举例 

OTQ - 22 Uo - 4 1 F 81 

 
Assembly 8 Fibres MTP® female to LC/UPC Uniboot OM4 3mm Patch MicroCable LSZH Fanout design 1m 

 连接器 A 连接器 B 光纤类型 光缆类型 结构类型 光纤数量 防火等级 

OTQ 

20 MTP® Male 00 LC 9 G.652.D 1 
3mm Single 
Jacket Patch 
MicroCable 

F Fanout Design 81 8 Fibres 1m 
Length - LSZH 

22 MTP® Female U0 LC Uniboot A1 G.657A1 2 

4.5mm 
Double Jacket 

Trunk 
MicroCable 

S Stagger 
Design   NR OFNR 

24 MTP® Male  
Elite 01 LC/APC A2 G.657A2       NP OFNP 

26 MTP® Female 
Elite U1 LC/APC 

Uniboot 3 OM3       P Premium 

32 MTP® Male 
24F   4 OM4         

34 MTP® Female 
24F   5 OM5         

28 MTP® Male 
24F Elite             

30 MTP® Female 
24F Elite             

21 MPO Male             

23 MPO Female             

25 MPO Male 
Elite             

27 MPO Female 
Elite             

33 MPO Male 24F             

35 MPO Female 
24F             

29 MPO Male 24F 
Elite             

31 MPO Female 
24F Elite             
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产品图纸 

QSFP+ to SFP+ MTP®/MPO to LC (DX) Patch 3mm OD Fanout 

QSFP+ to SFP+ MTP®/MPO to LC (DX) Patch 3mm OD Stagger 
 

 

QSFP+ to SFP+ MTP®/MPO to LC (DX) Trunk 4.5mm OD Fanout 
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QSFP+ to SFP+ MTP®/MPO to LC (UNI) Patch 3mm OD Fanout 
 

QSFP+ to SFP+ MTP®/MPO to LC (UNI) Patch 3mm OD Stagger 
 

QSFP+ to SFP+ MTP®/MPO to LC (UNI) Trunk 4.5mm OD Fanout 
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         MTP® is a registered trademark of US Conec Ltd. 


	特性
	应用领域
	跳线规格
	连接器性能指标
	光纤性能指标
	执行标准
	订购编码规则
	编码规则举例
	Assembly 8 Fibres MTP® female to LC/UPC Uniboot OM4 3mm Patch MicroCable LSZH Fanout design 1m
	产品图纸

