E OP TRONICS Product Specifications

Blister Packed Pigtails

High quality 12 colours blister Packed pigtails is a cost effective and environment friendly option to purchase Cablelink pigtails, reducing the amount
of paperwork and packaging.

Features

e Available with FC, LC, SCand ST connectors

e  Offeredin IEC colour code (DIN available upon request)

e Convenient space saving shipping and storage

e Easy strip gooum buffer as standard (tight buffered available upon request)
e Generating less waste from packaging — Environmentally friendly

Applications

e Termination of optical networks via fusion or mechanical splicing
e Data centres, Premises and Telecommunication applications
e Patch panels, wall boxes, ODFs and splice cassettes

For more information, please contact our sales team: sales@optronicsplus.net www.optronicsplus.net



E OP TRONICS Product Specifications

Specifications

Connector Performance

MAX
Insertion Loss 0.25dB
Return Loss (SM UPC) >55dB
Return Loss (SM APQ) >65dB
Operating Temperature -20°Cto + 60°C
Intermateability Compatible with all equivalent connectors as per IEC 61754

Ordering Information

Connector Fibre Type Length
Easy Strip 12
00 LC 9 G.652.D o1 im EBMC/12 Colours Blister
Pack
o1 LCA 1 OMa 01.5 1.5m
02 SC 2 OM2 02 2m
03 SCA 3 OM3
OPT
[JA ST XX Specify
o5 FC
06 FCA
o7 E2
08 E2A

Example order code

JOPT - oz - (9 - o2 |- | eBmC/2

Pigtail SC/UPC Singlemode G.652.D Easy Strip 2m 12 Colours Blister Pack

For more information, please contact our sales team: sales@optronicsplus.net www.optronicsplus.net



