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GENERAL PRECAUTIONS 

 
 

 
 

 
 

Before use, all equipment, especially safety gear, must be inspected and tested for proper operation. 
Replace and repair as necessary. 

 
 

 
LASER PRECAUTIONS 

 
 

SHOULD ACCIDENTAL EYE EXPOSURE TO LASER LIGHT BE SUSPECTED, ARRANGE FOR AN EYE EXAMINATION 
 

 
LX5 1U PATCH PANEL INSTALLATION GUIDE 
Before installing or adjusting this product, please read these instructions carefully. Please 
keep this guide for future reference. 

 
SAFETY PRECAUTIONS 
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LX5 High Density 1U Patch Panel  
Operation manual 

 
 The operation steps for installing the distribution frame on the rack are as follows: 

 
1：Open the distribution frame, check the appearance 2 ： Check the accessories and prepare a cross 

screwdriver 
 

 

 

  
Mounting ear*2 Outlet ear*2 

 

  

Countersunk head screw*8 Screw 
assembly*4 

3：Install the accessories to the corresponding 
positions on the distribution frame and tighten them 

4 ： Install the distribution frame on the rack or 
cabinet 
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 The installation steps inside the distribution frame are as follows: 
 Configuration 1 (install 4pcs MTP®/MPO cassettes MLX5 for max. 96 fibre connection and distribution): 

1.1：Unscrew the upper cover, prepare to connect the optical fibre and reel it in; 
 

 

1-Cable inlet fixing 2-Slidable limit 
3-Drawer tray 

 

 
1- MTP®/MPO box     2-Wire guard rack 3-Door lock 

device 

1.2 ： Strip the cable the enough length, fix the cable 
with cable ties 

1.3 ： Introduce the optical fibre from the back of 
module box and split them inside 

 

 

1-Optical fibre cable 2-Cable tie 
 

1-Stripped cable 
1.4：Insert the patch cords separately in MTP®/MPO box 
and connect with adaptors, make them clear & neatly 

1.5：Close the cover after finishing the basic light test 

 
 

 
 

1- MTP®/MPO box 2-Optical fibre patch cord 
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 Configuration 2 (install 4pcs plastic LC duplex adapter plates with 4 splice trays LX5 splicing cassette to 
meet 96 fibre splice function): 

2.1：Open the top cover and start to fusion splice and coil the optical fibre 
 

 

1-Cable inlet fixing 2-Slidable limit 3-Drawer tray 

 

 

 
      1- MTP®/MPO box 2-Wire guard rack            
      3-Door lock device 

2.2 ： Strip out the optical fibre cable in moderately 
length, and fix it up with cable tie 

2.3：Introduce optical cables and optical fibres to both 
sides of the splicing tray, and use heat shrink 
tubes for splicing 

 

 

1-Optical fibre cable  2-Cable tie 3-Stripped 
cable 

 

 

1-Splice tray 2-Heat shrinkable protection 
sleeves  3-ptical fibre 

2.4：Insert the patch cords separately into adapters of 
adapter plates to connect, make them clear and neatly 

2.5：Close the cover after finishing the basic light test 

 

 
 

1- MTP®/MPO box 2-Optical fibre patch cord 
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 Configuration 3 (install 4/6 pcs MTP®/MPO adapter plates or 6/4 SC simplex/LC duplex to meet 
connection of MTP®/MPO trunk cables): 

 3.1：Open the top cover, and prepare to connect and coil the optical fibres 
  

 

1-1-Cable inlet fixing 2-Slidable limit 
3-Drawer tray 

 

 

1-4- MTP®/MPO adapter plate 2-Wire guard 
rack 3-door lock device 

3.2 ： Strip out the optical fibre cable in moderately 
length, and fix it up with cable tie 

3.3：Connect the pigtails into MPO box, and make 
it neatly 

 

 

 

1-optical fibre cable 2-cable tie 

 

 
 
       1-Stripped cable 2-Fibre spool  
       3- MTP®/MPO adaptor plate 

 

3.4：Insert the patch cords separately into adapters of 
adaptor plates to connect, make them clear and neatly 

3.5：Close the cover after finishing the basic light test  

 

 

1-Optical fibre patch cord 
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