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LX5 4U PATCH PANEL
INSTALLATION GUIDE
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LX5 4U PATCH PANEL INSTALLATION GUIDE

Before installing or adjusting this product, please read these instructions carefully. Please
keep this guide for future reference.

SAFETY PRECAUTIONS

/\

GENERAL PRECAUTIONS

Personnel must be thoroughly familiarized with all applicable Occupational Health and Safety (OH&S) regulations,
local regulations and your company safety practices and policies.

WARNING: To reduce the chance of accidental injury:

Before work begins, all personnel must be thoroughly familiar with the operation of all equipment and procedures
to be used during the installation.

Before use, all equipment, especially safety gear, must be inspected and tested for proper operation.
Replace and repair as necessary.

LASER PRECAUTIONS

WARNING: The laser light used to transmit information over optical fibre cables can cause severe eye damage.
Because this light is invisible, it will not cause the iris of the eye to contract involuntarily as when viewing a bright
visible light, and no pain is felt as the retina is burned.

NEVER LOOK INTO THE END OF A FIBRE, OR CONNECTOR, WHICH MAY HAVE A LASER COUPLED TO IT.
SHOULD ACCIDENTAL EYE EXPOSURE TO LASER LIGHT BE SUSPECTED, ARRANGE FOR AN EYE EXAMINATION
IMMEDIATELY
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LX5 High Density 4U Patch Panel
Operation manual

® The operation steps for installing the distribution frame on the rack are as follows:

1: Openthedistribution frame, check the appearance; 2: Check the accessories and prepare a cross screwdriver

Countersunk head screw*12 Screw with gasket*16

3: Install the accessories to the corresponding positions 4: |Install the distribution frame on the rack or cabinet
on the distribution frame and tighten them

3

tical fibres

1-Cable inlet fixing 2-Slidable limit 1-MTP®/MPO box  2-Door lock device

3-Cable protected component

3-Drawer tray
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6: Strip out the optical fibre cable in moderately length,
and fix it up with cable tie

7: Introduce the optical fibre from the back of
MTP®/MPO box, and split them inside
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1-optical fibre cable 2-cable tie 3-Stripped cable
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1- MTP®/MPO box

8: Insert the patch cords separately in MTP®/MPO box
and connect with adaptors, make them clear and neatly

9: Close the cover after finishing the basic light test
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1-Optical fibre patch cord
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